North America's Leader in Hazardous Material Information Management

1905 Aston Avenue, Carlsbad, CA 92008
Phone (800) 451-8346 Fax (760) 602-8888

MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: W.W. Henry Company
Product Name: Henry 270 Multipurpose Flooring Adhesive (DISCONTINUED)



3E COMPANY North America's Leader in Hazardous Material Information Management
1905 Aston Avenue, Carlsbad, CA 92008

Phone (800) 451-8346 Fax (760) 602-8856

MSDS DISCONTINUED PRODUCT

Date:  10/16/2001
To: MSDS Requester
From: 3E Company

Subject: The MSDS you have requested

In response to your request for a Material Safety Data Sheet, the manufacturer has

discontinued the product listed below. The MSDS attached is the most current version, or an
MSDS is no longer available.

Manufacturer: W.W. Henry Company

ProductName: Henry 270 Multipurpose Flooring Adhesive




MATERIAL SAFETY DATA SHEET

1. FROBUCT IDENTIFICATION

Name: Herry 270 Multipurpose Flooring Adhesive
Description: Filled, water-based adhesive

§l. DEPT, OF TRANSPORTATION INFORMATION:

SHIPPING NAME: Not clasiified, HAZARD CLASS: N/a, 1D# MNAAL
EMERGEMNCY ONLY CONTACT: CHEM-TEL-1-800-255-3924

WL, HMIS {0 = minimal hazard; 4 = severe hazard):

Health = 1 Flammakility = 1 Reactivity = 0

IV. PRODUCT CONTENT

This product does not conzaln chemicals subject 1o the reporting requires
ments of Section 313 of SARA Title Il and 40 CFR 372 All camponents are
on TSCA inventary. This predust does NOT contain asbestos.

HENRY
210.

Prepared 9/97 - Replaces 11/96

Installation Products Division
Armstrong World Industries, Inc.
P.C. Box 3001
Lancaster, PA 17604
(717) 396-2328 or (717) 396-2835

"V, HAZARDOUS INGREDIENTS

INGREDHENT: PERCENT
NOME N/A

QCCUR, EXFOS, LML
MNA

¥I. PHYSICAL DATA

X1, S5AFE HANDLING AND USE INFORMATION

APPEARANCE: White paste. ODOR: Mild, BOILING POINT: Approx. 213°F,
fwater), MELTING POINT: N/A. VAPOR PRESSURE: Sama as water. VAPOR
DENSITY: Water. % VOLATILE BY WEIGHT {30 min, @ 275°F): 40-50.
EVAPORATHON RATE: Water. WT/GAL lwater=8.3); 10, SOLUBILITY IN
WATER: Dilumble, SPECIFIC GRAVITY: 1.20, VOC: 3+4 g/l calculaled at
70°F21°C, SCAQMD. pH: 9.45. Non-Photochemically reactive.

V)i, FIRE AND EXPLOSION HAZARD DATA

FLASH POINT {METHOD): >200°F (Sataflash Closed Tester). FLAMMABLE
RANGE: LEL: N/A; UEL: NA, EXTINCUISHING MEDIA: Carbon dioxide,
dry chemical, or water spray, SPECIAL FIRE FIGHTING PROCEDURES: Pro-
tect fire fighters from toxic products of combustion by wearing self-con-
tained breathing apparatus. UNUSUAL FIRE AND EXPLOSION HAZARDS:
Closed containers in a fire may ropture due to pressure build-up; use water
to coot containess to prevent this.

VIN. HEALTH HAZARE OATA

PRIMARY ROUTELS) OF ENTRY: N/A. TARGET ORGANET N/A. EFFECTS
OF OVEREXPOSURE: SKIN AND EYES: May produce slight transient irrita-
tinr o the eyes. INHALATION: N/A. CARCINQGENICITY: NT2: MNa; IARC
Maonagraphs; Nor QSHA Regulated: No. MEDRICAL CONDITIONS GEN-
ERALLY AGGRAVATED BY EXPQSURE: None. FIRST AID PROCEDURES:
SKIN AND EYES: Flush any eye contact with plenty of water, With skin
cantact, wash with soap and water. Refer to physician if irritation develops
or symptoms persist. INHALATION: N/A

1X. REACTIVITY DATA

STABILITY: Stable. INCOMPATIBILITY: Strong oxidizing agents. HAZARD-
O3 DECOMPOSITION PRODUCTS: Carbon monoxide, carbon dioxide,
and ather toxic vapors and gases that are common to thermal degradation
of organic compounds. HAZARDOUS POLYMERIZATION: Will nat occur,

X. SPILL OR LEAK PROCEDLIRES

STEPS TO BE TAKEN IF MATERIAL |S RELEASED OR SPILLED: Contain spill,
preventing it from entering sewer lines of waterways, Llse absorbent to
asgist with the pick-up of material. Scrape up product and place into con-
tainer. Residual of product, while still wet, can be cleaned up with warm
soapy weter, WASTE DISPOQSAL METHOD: Dispose of container and any
unused contents in accardance with Federal, State, and Local Waste Dis-
pusa! Regulations. Do rot flush unused contants or residue dawn draing,
Do not reuse container.

VENTILATION: Mermal, ambient ventilation should be sulficient. RESPIRA-
TORY PROTECTION: Should nat be required. SKIN AMDO EYE PROTEC-
TICN: It is always a good safety practice to avoid contact with eyes and
prolonged contact with gkin. Use spectacle-type ghasses and latex or rubber
gloves to avoid coantact.

XIl. SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: Recom-
mended storage tlemperature is befew 90° . OTHER PRECAUTIONS: None,
WORK SITE ENVIRONMENT: Initialiy there may be a potential adverse
impact aa indoor air quality within the genaratl work area during the instal-
lation progess. Therefore you should advise the building manager or other
appropriate person that: « It wils be necessary to establish and maintain
adequate ventilation of the werk area, without causing the entry of con-
warminants to other parts of building; and ¢ Persons who are sensitive to
edars and/ar chemicals should be advised to avoid the work area during
this process.

The infarmation presentad herein is supplied as a guide tothase who handle
er use this product, Safe work practices must be employed when working
with any materials, Itis important that the end user makes a determination
regarding the adeguacy of the safety procedures emplayed during the use of
this product.

N/A - not applicable or not available
MK - none known or not known
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